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5 | | GENERAL LANDSCAPE NOTES:
S | ONE—STORY I 1. ALL CONSTRUCTION METHODS AND MATERIALS MUST CONFORM TO
& | FRAME | CURRENT STANDARDS AND SPECIFICATIONS OF THE FEDERAL,
5 BUILDING | STATE, COUNTY, CITY, OR LOCAL REQUIREMENTS, WHICHEVER HAS
2 | (HOUSE) JURISDICTION.
ISP l | 2. THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND
33 | | ELEVATIONS IN THE FIELD PRIOR TO THE START OF
S w — / / / / / / / / / / / / W CONSTRUCTION. THE CONTRACTOR SHALL BE RESPONSIBLE FOR
3 — | | ALL FIELD DIMENSIONS AND ELEVATIONS DURING THE ENTIRE
S NORTH | © CONSTRUCTION SCHEDULE. IF ANY DISCREPANCIES ARE FOUND IN
Q | ol 2 THESE PLANS FROM ACTUAL FIELD DIMENSIONS, THE CONTRACTOR
E | SHALL CONTACT THE ENGINEER IMMEDIATELY. a
S | N 3. CONTRACTOR SHALL MAINTAIN ONE SET OF AS—BUILT/RECORD o
©
| . N DRAWINGS ON THE JOB SITE DURING CONSTRUCTION FOR 8
ONE—STORY 1 DISTRIBUTION TO THE OWNER AND/OR OWNER’S REPRESENTATIVE B
e UPON COMPLETION. =
BUILDING Z Z N 4. NO CHANGES TO THE SITE LANDSCAPE LAYOUT ARE ALLOWED = |z
GARAGE, < x < 4 S WITHOUT THE WRITTEN APPROVAL OF THE ENGINEER. 2
( ) < 4 A S Ola
< B 4 A < 5. CONTRACTOR SHALL SUPPLY ALL PLANT MATERIALS IN QUALITY ola
- A 4 g - 4 AND QUANTITIES SUFFICIENT TO COMPLETE THE PLANTING AS S
7 -4 a9, 4 v S 4 SHOWN ON DRAWINGS. o
a Ty, g 4 2 6. ALL MATERIAL SHALL CONFORM TO THE GUIDELINES ESTABLISHED o
& 4 4 L7 4 S BY THE CURRENT "AMERICAN ASSOCIATION OF NURSERY STOCK.
4 < y A » 4 g ANS| 760.1—-2004", PUBLISHED BY THE AMERICAN ASSOCIATION
- 4 4 S 4 4 4 OF NURSERYMAN.
R « A 4 < 7. NO PLANT SHALL BE PUT INTO THE GROUND BEFORE ROUGH
-1, o a 4 B GRADING HAS BEEN FINISHED AND APPROVED.
! r< i | | P - < . 8. ALL PLANTS SHALL BE PLANTED SO THAT THE ROOT CROWN IS
£ ' ' ' A 4 A , d PLANTED AT GRADE LEVEL.
- < 4 ?‘) 9. ALL PLANTS SHALL BE BALLED AND WRAPPED OR CONTAINER P-J
% s i s ‘4 \=J ANDICAR-PATHING GROWN AS SPECIFIED. NO CONTAINER GROWN STOCK WILL BE 3
N ] L _J 5 4 ACCEPTED IF IT IS ROOT BOUND. ALL ROOT WRAPPING MATERIAL
o - ) < S MADE OF SYNTHETICS OR PLASTICS SHALL BE REMOVED AT THE o
- ~u 4 . TIME OF PLANTING. TWINE OR ROPE SHALL BE REMOVED FROM z
i - p % A /TS3\ AROUND CROWN OF TRUNK TO PREVENT GIRDLING OF TREE OR
. $’ - - v . 83 5f SHRUB.
s _ A 4 m 10. WITH CONTAINER GROWN STOCK, THE CONTAINER SHALL BE
vl R 1 = A 7 4 . N REMOVED AND THE CONTAINER BALL SHALL BE CUT THROUGH S
N/ \/ ! ! | — | = | T——= |—— THE SURFACE IN TWO VERTICAL LOCATIONS. &
. - —— —- < L - o CURE INLET 11. THE DAY PRIOR TO PLANTING, THE LOCATIONS OF ALL TREES o
e N AN TG e Y A dl ] | S R o o AND SHRUBS SHALL BE STAKED FOR APPROVAL BY OWNER(S). - S
S5 BT = DR - S (= I i i 5 [ === ore e o 12. THE LANDSCAPE CONTRACTOR SHALL REFER TO CONTRACT 29
I | NS i - i SPECIFICATIONS FOR ADDITIONAL REQUIREMENTS. <
7 3 sz o=gA | VBN E TOR= 880.11
LN e\ | G| /C e @ - INV.(S)= 875.66 (12" RCP) 13. THE LANDSCAPE CONTRACTOR SHALL GUARANTEE NEW PLANT g z
EARTH MDUND\_ N ———d = s o N7, CURB INLET MATERIAL THROUGH ONE (1) CALENDAR YEAR FROM THE TIME OF -
S | . (tH . th — Wt 575 ggﬁ;ﬁ&gbg \L SUBSTANTIAL COMPLETION OF PROJECT. '—51 0
INV.(W)= 874.45 (12" RCP 14. IF THERE IS A DISCREPANCY BETWEEN THE PLANS AND THE °
PROPOSED BUILDING -4 = I iy R e | PLANT SCHEDULE, THE PLANS SHALL TAKE PRECEDENCE. ‘é a ¥
= AT o7 ST 15. CONTRACTOR SHALL REPAIR ANY DAMAGE TO PROPERTY FROM . c Q
3,910 SQ_'FT' =| QR 2spisinsezezasas r— o= 860,76 PLANTING OPERATIONS AT NO COST TO OWNER. . 8 S Q .
SITE: 0-$-[1 | = WA O o (2.7 16. STAKES AND OR GUY WIRES SHALL BE REMOVED AFTER ONE (1) ENos
— R & M BURGERS LLC = L___ SaEarSESESENENE DOWNTOV’/N PARK/N‘G YEAR OF INSTALLATION. . TS . K3
= SM ] 17. ALL EXISTING LANDSCAPING SHALL BE MAINTAINED DURING . - © <
n (O] (@]
O-$-1 229 MILL STREET O-¢-[0 - < 1 | CONSTRUCTION. ANY MATERIAL DEEMED DEAD OR UNSATISFACTORY o N
= s N g [EM\ SR MANHOLE BY LANDSCAPE ARCHITECT, WILL BE REPLACED EQUIVALENT IN o &R 2
0.29 AC. : =] : i . ~ STORM MANH SIZE AND SHAPE AT NO COST TO OWNER. . & S K S
=| + b INV.(NE)= 577.02 (127 RCF) 18. IF PLANT SPECIES SPECIFIED ARE FOUND TO BE UNAVAILABLE OR . n 3
d-%h h e ()= s6a.s2 (08" R6F) NOT IN SUFFICIENT QUANTITIES AT TIME OF PLANTING, THE \ g . 3
s - CONTRACTOR MAY SUBSTITUTE SPECIES UPON WRITTEN APPROVAL \ © 3¢9
S / BY LANDSCAPE ARCHITECT. - 2N
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2004 /- "/
ﬁ \\ 7 5) SANITARY MANHOLE
w TOR= 8550.56
\ w w w ,( DO NOT ENTER INV.(SW)= 871.48 (10" PVC)
\—_’ S INV.(N)= 869.15 (8" DI)
o STORM INLET P - INV.(SW)= 867.46 (8" VCP)
& TOR=_880.91 »o. AN INV.(W)= 865.76 (8" VCP)
/ INV.(S)= 877.49 (12" RCF) 5 P INV.(E)= 865.61 (8" VCP) <
Q ® INV.(N)= 865,46 (10" VCF)
STORM MANHOLE ¢ 1 INV.(5)= 865.42 (12" PVC) B
TOR= 881.18
INV.(SW)= 876.78 (12" RCF,
/N&(Nj: 876.56 ?72“ /?cpﬁ N I_ tq.o
/Nl?(Wﬁ= 871.13 ?36‘: /?cpﬁ D o gh 2 -
INV.(NE)= 871.02 (36~ RCF, < m <
cwz
PLANT SCHEDULE NEVER CUT LEADER. THIN UP TO § OF =D E <L
ATTACH GUY WIRES AND HOSE BRANCHES RETAINING NATURAL SHAPE LAWN _ —
ABOVE FIRST BRANGH OF TREE. DO NOT LEAVE STUBS. SHARP SPADE-CUT (@] E n 0
SYMBOL CODE QTY BOTANICAL / COMMON NAME CONTAINER CALIPER SIZE E 0 >
” |
STASSEETSE,%% %“}255533 ,%’é'g 4” WIDE TAPE CONSISTING OF 2 I Ll j -
TREES TREE @ 120° LAYERS OF CRINKLED PAPER 3" DEEP MULCH; / > i
CEMENTED TOGETHER, UP TO FIRST SET PLANTS AT SAME WORK MULCH L <+ — SHREDDED HARDWOOD = OC ()
» BRANCHES. UNDER BRANCHES £ MULCH 7)) = i
PS 3 PINUS STROBUS / WHITE PINE B&B 6" HT. GUY TREES 3" CAL. & LARGER. . LEVEL AS GROWN VARIES = (7))
USE 2"x4” STAKES DRIVEN EXCAVATE HOLE 12" LARGER THAN IN CONTAINER . U w
. RAISE PLANT ©
BELOW GRADE. (3 STAKES PER ROOT BALL BED 2" ABOVE m N LL
TREE— 120" APART) . FINISH GRADE
QB 1 QUERCUS BICOLOR / SWAMP WHITE OAK B&B 2.5" CAL. ot rang 0T CROWN 47 ABOVE _ I R 2} <+ a N
CUT ALL BINDINGS AND REMOVE Ry A o ()
WRAPPING FROM TOP OF BALL 5' DIA. x 4" DEEP SAUCER AROUND %oy l/ TOPSOIL LL
uv 2 ULMUS AMERICANA 'VALLEY FORGE’ / VALLEY FORGE AMERICAN ELM B&B 2.5” CAL. : PLANTING PIT J N | 6" | ;
PULVERIZED SOIL; EXCAVATED 4” SHREDDED BARK MULCH LAYER AS PREPARE ENTIRE PLANT BED MIN.
FROM HOLE— MIX WITH — SPECIFIED TO A 6” DEPTH WITH
TOPSOIL OR COMPOST (50-50 AMENDED TOPSOIL NDISTURBED
SYMBOL CODE QTY BOTANICAL / COMMON NAME CONTAINER  HEIGHT SPACING MIXTURE) AND USE AS FINISH GRADE SUBGRADE UNDISTURBED
BACKFILL . 4 SUBGRADE
SHRUBS ! DETAIL 704 - ORNAMENTAL GRASS/ PERENNIAL AND DETAIL 705 - SPADE EDGING DETAIL
. s
:ﬁ:"% CK 18 CALAMAGROSTIS X ACUTIFLORA 'KARL FOERSTER' / KARL FOERSTER FEATHER REED GRASS 2 GAL. 1.5 0.C. /3 GROUNDCOVER PLANTING DETAIL NOT TO SCALE IISE:
i NOT TO SCALE Olw|20
@ EM 4 ECHINACEA PURPUREA 'MAGNUS’ / MAGNUS PURPLE CONEFLOWER NO. 1 CONT. 2.0° O.C. g ~§SCARIFY i o 3 )
UNDISTURBED SUBGRADE BASE: ©
@ HH 9 HEMEROCALLIS X 'HAPPY RETURNS’ / HAPPY RETURNS DAYLILY 1 GAL. 12” 0.C. s l b%%ifg‘ A?,%B‘fﬁé?quRSOAﬂBDAgEﬁEERDED
STAKE TO BE 18 BELOW PIT IN TO PROVIDE ADEQUATE DRAINAGE AND
, , UNDISTURBED SUBGRADE AERATION
SM 3 SYRINGA MEYERI 'PALIBIN’ / DWARF KOREAN LILAC NO. 7 CONT. 24" HT.
DETAIL # - SHADE TREE PLANTING SHMATSOSP 1°”FA'§83E
NOT TO SCALE FINISH GRADE 3” MULCH LAYER = -
SYMBOL CODE QTY BOTANICAL / COMMON NAME CONT SPACING AS SPECIFIED < 5 &
SPADE EDGE - o
o 2|
GROUND COVERS ROOTBALL METAL STAKE INISH GRADE w 2|0
GJ 10 GERANIUM X 'JOHNSON'S BLUE' / JOHNSON'S BLUE GERANIUM NO. 1 CONT. 18” 0.C. & :, z
AN | -
12 GAUGE WIRE MULCH 4,/ O Sl
LB 33 LIRIOPE MUSCARI ’BIG BLUE' / BIG BLUE LILYTURF NO. 1 CONT. 12” 0.C. (TYP. OF 3) D cg 5=
BED PREPARATIO b
2 PLY HOSE > o
4 PARTS TOPSOIL
| 783 3,149 SF TURF SEED SEED A RRTS PEAT j m
1/4 "PARTS COMPOST s
SAUCER w
i
TREE o ;.
DETAIL 702- SHRUB/ SMALL TREE PLANTING DETAIL i| g E
NOT TO SCALE EIE
NOTE: LOCATE 1 STAKE DIRECTLY al21L]8
SOUTHWEST OF TREE TRUNK HEIEIE
alofo | <
REFERENCE DETAIL 703 - TREE STAKING DETAIL DRAWING NO.:
1. TOPOGRAPHIC SURVEY COMPLETED BY CIVIL AND
ENVIRONMENTAL CONSULTANTS, INC. PROJECT NUMBER: NOT TO SCALE SCALE IN _FEET C700
337-137, DATED: 12-12-2023. . 10’ o Know what's below.
ca“ before you dig- SHEET 07 OF XX
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